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Assembly and Use of Stretcher Kit 
 
 
 
MODELS:  794,796,596,298,198 
 
 
HOW TO ASSEMBLE: 
 
1. Remove the two sling hangers, then attach the leveler assembly to the lift    
      hanger. 
2. Attach the two curved arch hangers to the leveler assembly. 
3. Attach the four openings on the stretcher to the hook ends of the curved arch  
      hangers.  Note that the foot end of the stretcher is on the crank end of the  
      leveler assembly. 
4. Turn the lift on and depress the “weight” button, then “zero” button.  This will 

zero out the weight of the stretcher, insuring an accurate patient weight. 
 
HOW TO USE: 
 
1. Remove the stretcher from the curved arch hangers. 
2. Place the stretcher under the patient.  Note where the patient’s head and 

waist should be located. 
3. Attach the four openings on the stretcher to the hook ends of the curved arch 

hangers.  Again note the foot end of the stretcher is on the crank end of the 
leveler assembly. 

4. Lift the patient until no points touch the bed. 
5. Turn the crank either way until the bubble on the leveler assembly is 

centered. 
6. Depress the “weight” button.  The patient’s actual weight will be indicated. 
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Assembly and Use of Stretcher Kit 
 
 
 
MODELS:   798, 598 
 
 
HOW TO ASSEMBLE: 
 
1. Remove the two sling hangers, then attach the leveler assembly to the lift  
      hanger. 
2. Attach the two curved arch hangers to the leveler assembly. 
3. Turn the lift on and depress the “weight” button, then the “zero” button.  This 

will zero out the weight of the stretcher, insuring an accurate patient weight. 
 
 
HOW TO USE: 
 
1. Place the stretcher under the patient.  Note where the patient’s head and  
      waist should be located. 
2. Attach the four openings on the stretcher to the hook ends of the curved arch  
      hangers.  Note the foot end of the stretcher attaches on the crank end of the   
      leveler assembly. 
3. Lift the patient until no points touch the bed. 
4. Turn the crank either way until the bubble on the leveler assembly is 

centered. 
5. Depress the “weight” button. 
6. Depress the “stretcher option” button. The word “stretcher” will appear 

momentarily.  Your patient’s actual weight will be indicated. 
 

NOTE:  When lift is turned off, the scale will automatically go back to   
                        the sling mode. 
 
If you have any questions on how to assemble or use the stretcher kit, please 
contact our office at 1-800-627-8940. 

 


