
 
 
 
 

Patient Lateral Air Transfer System 
 
 

PPS Glide allows two nurses to laterally transfer a patient safely while reducing the potential 
for back injury. The core of the system is an inflatable mat that lifts and floats the patient on a 
cushion of air, that with very little effort, caregivers can transfer even very large patients from 
one surface to another. 
 

Patient Transfer 
Extended Pull Handles 
allow two caregivers to 
laterally transfer the 
patient while 
maintaining an 
ergonomic posture. 
 
Blower Unit 
Lightweight blower unit 
supports all three PPS 
Glide mat sizes. 
 
Roller Tote 
Compact roller tote 
makes transport and 
storage of the PPS Glide 
System simple. 
 
 

 
 
 
Air technology lets patients ride 
comfortably on a cushion of air 
 
Safety straps secure patients to the 
transfer mat 
 
Thermal protection for patient safety 
 
Complete system conveniently stores 
in roller tote 
 
Machine-washable transfer mat and 
urethane-coated nylon pull handles 
make cleaning convenient 
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Single Patient Use Lateral Air Transfer System

PPS Glide allows two nurses to laterally transfer a patient safely while reducing the potential
for back injury. The core of the system is an inflatable mat that lifts and floats the patient on a
cushion of air, that with very little effort, caregivers can transfer even very large patients from
one surface to another.

Patient Transfer
Extended Pull Handles
allow two caregivers to
laterally transfer the
patient while
maintaining an
ergonomic posture.

Blower Unit
Lightweight blower unit
supports all three PPS
Glide mat sizes.

Roller Tote
Compact roller tote
makes transport and
storage of the PPS Glide
System simple.

Air technology lets patients ride
comfortably on a cushion of air

Safety straps secure patients to the 
transfer mat

Complete system conveniently stores
in roller tote

Significantly reduce pull force  
compared to slide sheets

EZ Way, Inc.
“Your Total Patient  

Lift Solution”
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Lateral Air Transfer System TIP Averages Remain Consistent  

Situation 
Recent Safe Patient Handling legislations have 
focused attention on reducing back injuries in the 
nursing industry. The PPS Glide offers an 
ergonomic solution to help with this problem while 
nurses laterally transfer patients.  The PPS Glide 
system includes a mat that is placed under the 
patient. Tissue interface pressure (TIP) readings 
were evaluated to aid healthcare facilities in 
determining whether or not to leave the mat under 
the patient. 
 

Methodology 
A third-party facility conducted tissue interface 
pressure mapping using XSENSOR™ pressure 
mapping system on one bed surface, Isoflex™ 
Pressure Redistribution, and one stretcher surface, 
Pioneer™ Pressure Redistribution. The surfaces 
were placed on a sturdy laboratory table. The first 
scan was completed with the subject lying directly 
on the surface. The second scan was completed by 
placing a deflated PPS Glide mat on the surface 
with the patient lying on top. An average size adult 
was used for the analysis examining three critical 
zones: scapula, sacrum and heel. The subject was 
dressed in an appropriate size cotton sweat suit 
and without shoes to ensure optimum contact with 
the full surface sensor matrix. 
 

Conclusion 
No significant increases in TIP averages were seen 
when comparing the Isoflex™ with PPS Glide, or 
when comparing the Pioneer™ stretcher mattress 
to the Pioneer™ with PPS Glide. 
 

Results 
TIP averages are listed to the right. 

 
 

 
Surface Dimensions 

 Isoflex Pressure Redistribution/Shear 
Management 

                84” x 35” x 6”  
 Pioneer Pressure Redistribution Surface  

          76” x 30” x 5” 
 PPS Glide Lateral Air Transfer Mat 
                 78” x 32” 
 
Subject Description: 
                  Height: 5’6” 
                  Weight 150 lbs. 
 
 

Tissue Interface Pressure (TIP) Averages (in mmHg) 
 
 

 Isoflex Isoflex & 
PPS Glide Pioneer Pioneer & 

PPS Glide 
Shoulder 21 20 18 18 
Sacrum 24 19 28 28 
Heel 21 21 21 21 
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Single Patient Use 
Glide Specifications

Blower Unit Information

Warranty on Blower Unit

Regular Large Bariatric

ppsproducts.com
info@ppsproducts.com
Ph. 541.654.5757
Fax 541.652.5290

Model Number

Overall Length

Overall Width

Weight Capacity

Model Number
Approvals
Electrical

EMC
Voltage
Power Wattage
Ampere Rating
Frequency
Blower Unit
Weight

Classifications

One-year limited warranty
PPS will repair (or replace) this system if defective
Does not include cleaning, damage caused by accident, neglect, misuse,
improper installation or operation, any damage caused from unauthorized
repairs, maintenance, modifications or tampering by anyone other than a
PPS representative.

3062-500-S36

80” (203cm)

36” (91cm)

1200 lb. (544KG)

3060-400-000
c-us UL
Class II

IEC 60601-1-2
120 VAC
1,440 W
12A
50/60 Hz
8.5 lb. (3.9kg)

3062-500-S40

80” (203cm)

40’ (102cm) 

1200 lb. (544kg)

3062-500-S50

80” (203cm)

50’ (127cm)

1200 lb. (544kg)

Standard Features

   3 different sizes of 
   Single Patient Use  
   Glide transfer matt 
   Lightweight blower 
   unit with expandable  
   air hose (8’ max)
   Hook and strap to 
   hang blower unit

Optional Features

   Blower caddy
   Wall mount for 
   blower caddy
   Convenient roller tote
   Transfer bridge
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